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Each DDIN bushing is precision machined to work with a specific wire 
size. Used to remove aluminum stranding while leaving the steel core 
stranding untouched.

TD STYLE BUSHINGS

PART # CIRCULAR MILLS / AWG STRANDING CODE WORD WIRE TYPE
TD1604 1843 72/7 1.6 Compact

TD1605 2156 84/19 Bluebird ACSR/ACSS

TD1608 2332.8 72/19 ACSR/ACSS

TD1609 2167 72/7 Kiwi ACSS/ACSS

TD1610 2034.5 72/7 Mockingbird ACSS

TD1612 2070 92/19 AACSR

TD1615 2312 76/19 Thrasher ACSS/TW

TD1616 2515 76/19 ACSS

TD1621 460.7 mm^2 28/19 573 R ACSS

TD1623 711.4 mm^2 29/19 883 R ACSS

TD1630 1851-T13 54/19 ACCR

TD5822 1590 45/7 Lapwing ACSR-AW

TD5823 1590 48/7 Hornbill ACSR/ACSS

TD5824 1780 84/19 Chukar ACSR/ACSS

TD5860 1590 54/19 Falcon ACSR/ACSS

TD62BPA 1519 30/7 Deschutes ACSR/TW
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TC STYLE BUSHINGS

TB STYLE BUSHINGS

PART # CIRCULAR MILLS / AWG STRANDING CODE WORD WIRE TYPE
TC1619 2627.3 64/19 Santee ACSR-TW / ACSS-TW

TC1625 460.7 mm^2 48/37 1317R ACSS/TW

TCC1626 536 mm^2 28/19 687R ACSS/TW

PART # CIRCULAR MILLS / AWG STRANDING CODE WORD WIRE TYPE
TB1600 3633 110/7 ACSR


